TURGIS & GAILLARD
SEFIAM

I ELECTRIC MOTORIZED LIFTING TRUCK SEFIAM 1602
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Ground Support Equipment for loading/unloading &
transportation of aerial stores

Articulated chassis :

4163
3993

Rear Part:

|
( ) ' :
» Batterie (1 + 1 optiona . — .
* Hydraulic pump L %L

e Mechanical sub-assemblies
» Propulsion and steering

Front Part: Allows permanent ground contact
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Hydraulic arm for vertical
movement.

| Hydraulic parallelogram.

| Maneuvering head:

» Hydraulic control

« NATO multi standard plate

» Free yaw motion 360 degree
+ Compact

| Remote control :

Allows operator optimum
position to install store under
aircraft.

| Electric motor on rear wheels.

Phase inversion on the electric
motor for braking. Automatic
brake for ground
immobilization.

| Driving / translation system :
Electric motor who directly
drives the two rear wheels.
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:

Specifications

Electric parts:

1 batterie » 2 batteries
Power: 18 kWh  Power; 36 kWh

Moving Specifications:

Max Speed : 10 km/h — 6,3mph
Turning Radius : 4,30m - 14,1Ft
Ground Clearance : 0,14 m — 5,5In
Towing Capacity : 10 000 daN
(on a 2% slope at 16 km/h — 10mph)
Traction Force : 5 000 daN
(on a 5% slope at 16 km/h — 10mph)
Capacity at the towing hook :

* Instantaneous : 500 daN

» Continuous : 300 daN

Loads Capacity:

Maximum lift cpacity for center loads :
» On/under platform : 1500 daN
» On fixed fork: 1200 daN
Lifting speed : rom 0 to 6 m/min — 16,7Ft/min
Platform lifting height : from 0,185 t0 1,90 m
from 0,6 to 6,23Ft

Manoeuvering head mobility:

Hydraulically-controlled pitch motion : £ 7°
Hydraulically-controlled roll motion: + 7°
hydraulically-controlled longitudinal and lateral
motion : +50mm - 2In

Free yaw motion : 360°
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Specifications
Operating Conditions Equipments and Accessories
. *  Fixed fork : 1
Associates GSE : . . _ .
. Weapons trailer «  Textile strap with hook (I=1,50m - 4,9Ft) : 1
* Rollers: 4

* Adapt 1 .
aptorcar * Batteries packs : 2

ML RGall Dimensions and Weight

Uses conditions : -30°C to +50°C
-22°F to +122°F * Length:3,99m - 13,09Ft
Storage conditions: -30°Cto +70°C e Width:1,51Tm — 4,95Ft
-22°F to +158°F * Height:0,61Tm - 2Ft
Relative humidity : 10 % to 100% » Weight: 1500Kg — 3307Lb
Altitude : N/A N/A + Volume:3,31m3 - 116,9Ft3
SEFIAM
80 rue de la Méridienne,
La GARDE

48200 ALBARET-SAINTE-MARIE - FRANCE
+33(0)466 311013
contact@sefiam.com
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